MODULAR QOutswing

INNOVATIVE
FENESTRATION
SOLUTIONS

GOLDBRECHT

GLASS OPTIONS:

© @

"7, 1°1, Gap [/,

'/, | %/, Gap | %/, Lami

Goldbrecht's MOBULAR Qutswing casement and awning
system with a mullion sightline of 7/," and a sash width
of 1'/," perfectly complements the award-winning
Invisible Wall System already offered by Goldbrecht.

The slender sightlines of the MODULAR Outswing
system increase the area of glass that can be installed,
maximizing the view for the available window footprint.

CASEMENT AWNING - FIXED

Air / Water / Structural:
CW45 expected

(official AAMA/WDMA/CSA
test pending)

Mullion sightline: 7/,"
Sash width: 1"
Frame depth: 47/,

THERMAL PERFORMANCE (NFRC Certified)

Glass Option (D) | U-factor SHGC VT

Double low-E 0.37 0.9 0.41
Single low-E 0.41 0.20 044

Glass Option @)

U-factor SHGC VT

Double low-E 0.36 019 0.40
Single low-E 041 0.20 043

Results for single casement @ std. NFRC size, 1-11°/," x 411"/
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* CUSTOM CONFIGURATIONS AVAILABLE UPON REQUEST.
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* DIMENSIONS REFER TO FRAME SIZE UNLESS OTHERWISE INDICATED (F.0. = FINISHED OPENING).
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* PANEL SIZES MAY BE RESTRICTED IN HIGH WIND-LOAD AREAS OR IF GLASS OPTION 2 IS USED.
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